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IEC SYSTEM FOR MUTUAL RECOGNITION OF TEST CERTIFICATES FOR ELECTRICAL SYSTEME CEI DACCEPTATION MUTUELLE DE CERTIFICATS DESSAIS DES

EQUIPMENT (IECEE) CB SCHEME EQUIPEMENTS ELECTRIQUES (IECEE) METHODE OC

CB TEST CERTIFICATE CERTIFICAT D'ESSAI OC

Product ;
Prodit LED Driver
Name and address of the applicant Energy Recovery Products (Zhuhai) Co., Ltd.
Nom et adresse du demandeur No.8, Pingdong Road 2, Nanping Science Park
Zhuhai, Guangdong
China
Name and address of the manufacturer Energy Recovery Products (Zhuhai) Co., Ltd.
Nom et adresse du fabricant No.8, Pingdong Road 2, Nanping Science Park
Zhuhai, Guangdong
China
Name and address of the factory Energy Recovery Products (Zhuhai) Co., Ltd.
Nom et adresse de I'usine No.8, Pingdong Road 2, Nanping Science Park
Zhuhai, Guangdong
China
N Loagioy pos one csres vaanes oo Incoscemepsge [ MOCUCHURCHISHERENEEEEE
Ratings and principal characteristics Input: Max.0.27A 230 V~ 50/60Hz

Valeurs nominales et caractéristiques principales
Trademark (if any)
Marque de fabrique (s elle existe) Elelj

Type of Manufacturer’s Testing Laboratories used
Type de programme du |aboratoire d’ essais constructeur

Model / Type Ref. EBROPPE-xxxx-aa-yyy-zzz series
Ref. De type

Additional information (if necessary may also be Additional information on page 2

reported on page 2)

Lesinformations complémentaires (S nécessaire,
peuvent étre indiqués sur la deuxiéme page

A sample of the product was tested and found IEC 61347-1(ed.2);aml;am2
to be in conformity with IEC 61347-2-13(ed.1)

Un échantillon de ce produit a été essayé et a été

considéré conforme ala

As shown in the Test Report Ref. No. which forms part 268529
of this Certificate

Comme indiqué dans |e Rapport dessais numéro de

référence qui constitue partie de ce Certificat

This CB Test Certificate isissued by the National Certification Body
Ce Certificat dessai OC est établi par I'Organisme National de Certification
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Additional information(if necessary)
Information complémentaire (si nécessaire)

Output: Max.700 mA, Constant current, 30-42 V, Max. 50 V d.c, Max. 21 W. PF = 0.9; Built-in, SELV, 1P20, tc: 90°C.
The “PP” in the type designation can be 10, 15 or 20, indicating the maximum output wattage. When PP=20, 16
W<Pout <=21 W; When PP=15, 11 W<Pout<16 W; When PP=10, Pout<11 W. The “xxxx” can be 0100, 0105, 0110,
0115.... 0695, 0700, in the step of 5 mA, indicating the output current is 100 mA, 105 mA, 110 mA, 115 mA.... 695
mA, 700 mA. For each model series with the same output voltage range, the maximum output current not exceed the
value declared in the below table. The “aa” can be 24, 30, 32, 36, 37 or 42, indicating the maximum output voltage

in Volts. The “yyy” can be 0-9, A-Z any combination or blank, for market purpose only, The “zzz” can be 0-9, A-Z any
combination or blank, for market purpose only.
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