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s vemw Energy Recovery Products(Zhu hai ) Co., Ltd. Produced
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= .
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No: L17050098

Sample Description

(1)Class of protection against electricity: Class II
(2) IP degrees of protection: IP66
(3)Rated voltage: (120-277)Va. c.

(4)Rated frequency: (50/60)Hz
(5)Rated power: —-
(6) Power factor: >0.90

(7)Rated maximum operating temperature of the parts shell:

Oballast (tc): ‘C Ocapacitor(tc): C XILED controlgear(tc):90 C Ostarter
(tc): ‘COelectric transformer (tc): ‘C Otrigger(tc): C

(8) Product weight: —

(9) Product photos: See Appendix 1

(10) Other description: ——

Test Environment

temperature: (20. 0~25.0) C humidity: (50. 0~60. 0) %RH

Main Test Equipments

Equipment Name Equipment No. Style Manufacturer Valid Until
SIS iE e DQM0655 e Extech 2017-12-12
tester
Temperature and GT-7005-C7 (1000L) e
Wity chaber DQM0555 Gotech 2017-09-06
Test equipment for IPX1-6
protection against DQM0802 Kexiang 2018-03-10
water ingress
Dust test chamber DQN0099 KXT309 Kexiang 2017-08-10

Remarks

1. Test case does not apply to the test object: N/A
2. Test object does meet the requirement: P(Pass)
3. Test object does not meet the requirement: F(Fail)
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Clause Requirement + Test Result - Remark Verdict

Resistance to dust, solid objects and moisture

- If IP > IP 20 the order of tests as specified in clause 3.12 P

9.2 Tests for ingress of dust,solid objects and moisture: P
- classification according to IP.......cccoceveeveeineccciinennene = P 66 —
- mounting position during test ............c.cccveevuiieiiiiniannnn : | Normal working position —
- fixing screws tightened; torque (Nm) ........ccccocevvvvinnene. : N/A
- tests according to Clauses..........ccccevvvueieiineninieieieieneanes 2 19.2.2,9.2.7 (IEC 60598-1:2014) -\
- electric strength test afterwards P
a) no deposit in dust-proof luminaire N/A
b) no talcum in dust-tight luminaire P
c.:) no .trace of water on current-carrying parts or on P
insulation where it could become a hazard
d) i) For luminaires without drain holes—no water entry N/A
d) ii) For luminaires with drain holes—no hazardous water N/A
entry
€) no water in watertight luminaire N/A
f) no contact with live parts (IP 2X) N/A
f) no entry into enclosure (IP 3X and IP 4X) N/A
f) no contact with live parts (IP3X and IP4X) N/A
g)no trace f’f water on part of lamp requiring protection N/A
from splashing water
h)no damage of protective shield or glass envelope N/A

9.3 Humidity test 48 h P
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IEC 60598-1-2014

Appendix 1: Sample photos
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