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  KEY FEATURES
• Integrated AC to DC driver electronics
•  Zhaga compliant footprint
• Meets UL8750 Safety-Related Electronics
   Circuits (SREC) requirements

•  Approved for use as thermal cutout for fi xture per UL1598
•  Tunable CCT range: 1800 K to 6500 K
• Individual RGBW control
• Dimming range: 100–1%
• Warm dim ranges:

2850–1800 K (Incandescent profi le)
3050–1800 K (MR16 Halogen profi le)

• Color consistency of ≤ 3 step (2 step typical) MacAdam ellipse
•  Designed for fi eld replaceability with front heat sink mounting
• On board overtemperature protection (OTP) with
   thermal foldback

• Circadian Rhythm lighting support with a controller

Input Voltage Max. Source Lumens Typ. Input Power CCT Range CRI Control Options Dimming Range

120–277 Vac 2000 lm 22 W 1800–6500 K 90+ DMX512-A-RDM 1–100%

CA Title 24
555555555555555555555555555

Diameter: 50 mm (1.97 in)
Height: 18.5 mm (0.73 in)

AWM1

Light Emitting Surface: 12 mmLight Emitting Surface: 19 mm

  DESCRIPTION
The innovative Universal AC Input Tunable Color LED Light Engine (AWM1) delivers tunable color and tunable white light from 1800 K to
6500 K, individual RGBW control, and a dimming range from 100% down to 1%—while maintaining high-quality color rendering (90+ CRI).
The light engines integrate the driver electronics for precise control of current and PWM inputs and LED light output. The CCT
consistency from unit to unit is typically within 3 step (2 step typical) SDCM and to the target, at various dim levels.
AWM1 features on-board DMX512-A-RDM and can be set to operate in any one of six (6) RDM selectable personalities, including the 
original Araya Color Tuning (HSI), Warm/Dynamic Dimming, or RGBW.
AWM1 ensures a tailored lighting experience with the ability to create captivating lighting scenes through RGBW customization, and
provides exemplary performance for applications requiring high quality in color.

  PROGRAMMING
• Dim-Stop
• See page 16 for details
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   1 - ORDERING INFORMATION

  1.1 AWM1 - Base Part Numbers

Part Number
Light Emitting 
Surface (LES) 

(mm)

Maximum Input Power 
(W)

Typical Source Lumens
(lm) Typical Effi  cacy (lm/W) Notes

AWM1-19-20-NS90X 19 22 2000 80 Side Leads
AWM1-19-20-NB90X 19 22 2000 80 Bottom Leads
AWM1-12-14-NS90X 12 17 1400 80 Side Leads
AWM1-12-14-NB90X 12 17 1400 80 Bottom Leads

 1.3 AC Input Power Cable (Ordered Separately)

Description Part Number
2-wire AC Input Power Cable Assembly for Bianco, Black/White, 400 mm (15.75 in.), for North America AC-BIA-NA

2-wire AC Input Power Cable Assembly for Bianco, Black/White, 610 mm (24 in), for North America AC-BIA-NA-610
2-wire AC Input Power Cable Assembly for Bianco, Black/White, 100 mm (3.94 in), for North America AC-BIA-NA-100

2-wire AC Input Power Cable Assembly for Bianco, Black/White, 413 mm (16.25 in), with quick disconnect, for North 
America AC-BIA-NAQD

2-wire AC Input Power Cable Assembly, Black/White, 442 mm (17.44 in), with quick disconnect and fl yings leads, for 
North America AC-NAQD-FL

  1.4 DMX Control Cable (Ordered Separately)

Description Part Number
3-wire DMX Control Cable Assembly for AWM1, Brown/White-Orange/Orange, 100 mm (3.94 in), for North

America DC3W-DMX-NA

3-wire DMX Control Cable Assembly for AWM1, Brown/White-Orange/Orange, 400 mm (15.75 in), for North 
America DC3W-DMX-NA-400

Note: See Section-4 for more details on the power and control cable assemblies for AWM1.

  1.5 AWM1 - Secondary Optic Compatibility (Ordered Separately)

Part Number
Lens Adapter Lens

LADA-BIA50-19-TIRA LADA-BIA50-12-TIRA LEDR-BIA50-MN5024-50

Description Optics adapter for LEDR, 19 
mm aperture

Optics adapter for LEDR, 12 mm
aperture

50 mm outer diameter, 24 mm aperture 
TIR lens, 50° beam angle

AWM1-19-20 √ X √
AWM1-12-14 √ √ √
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  1 - ORDERING INFORMATION

  1.6 AWM1 - Thermal Pad (Ordered Separately)

Description Part Number
Thermal Pad, 1 mm thick, 5 W/mK TPAD-BIA50

  1.7 Programming Tools (Ordered Separately)

Description Part Number
Programming Cradle for 50 mm Diameter Light Engines, Requires PROG-JACK-USB for Connecting to Computer PROG-BIA50-CRADLE

Programming Cable, USB to 2.5 mm Audio Jack PROG-JACK-USB

PROG-BIA50-CRADLE PROG-JACK-USB

TPAD-BIA50
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   2 - OPERATIONAL SPECIFICATIONS

   2.1 Electrical Specifi cations (@ 25 °C Ambient Temperature)

Specifi cation Units Minimum Typical Maximum Notes

Input Voltage Range Vac 90 120, 277 305

-
Input Frequency Range Hz 47 50/60 63

Input Current mA - -
260 mA @ 120 Vac
130 mA @ 277 Vac

Power Factor 0.9 > 0.9 At nominal input voltage.
From 100% to 60% of total light 
engine lumen outputTotal Harmonic 

Distortion (THD) % - - 20 %

Inrush Current A Meets NEMA-410 requirements At any point on the sine wave and 
25 °C

Leakage Current mA - -
0.3 mA @ 120 Vac

Measured per IEC60950-1
0.7 mA @ 277 Vac

Input Harmonics Complies with IEC 61000-3-2 for Class C equipment

Start Time ms - - 1500 -

   2.2 Photometric Specifi cations (@ 60 °C Substrate Temperature, Ts)

Specifi cation Range

Lumens AWM1-19-20: ≤ 2000 lm
AWM1-12-14 ≤ 1400 lm

Effi  cacy (LPW) 80 lm/W (see section 2.3)

CCT (Tunable Range) 1800–6500K

CCT (Warm Dim Range)
2850–1800 K (Incandescent profi le)

3050–1800 K (MR16 Halogen profi le)

CRI (Ra) 90+

CRI (R9) 50+

Nominal Color Consistency (Duv) < 3 step MacAdam ellipse (SDCM) at 100% output (2 step typical)

Lumen Maintenance L70 (70% of initial lumens) at 50,000 hours at Tc ≤ 75oC.

Flicker Compliant with IEEE 1789-2015.



AWM1

5© ERP Power, LLC AWM1 Data Sheet
Rev. April 2026

Universal AC Input Tunable Color LED Modules 
with DMX512-A-RDM

ERP  DRIV ER  INS IDE

   2 - OPERATIONAL SPECIFICATIONS

   2.3 Lumen and Color Performance Data

L_dominant (nm) Excitation Purity (%)*

RED 617.3 95

GRN 515.7 46

BLU 485.4 94
*Achromatic Stimulus Point (0.3333, 0.3333) was used as reference.

TYPICAL LUMENS ON EACH CCT SETTING

CIE
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   2 - OPERATIONAL SPECIFICATIONS

   2.4 Environmental and Safety Specifi cations

Specifi cation Units Minimum Maximum Notes

Operating Ambient Temperature (Ta) oC -20 40

-Maximum Case Temperature (Tc) oC - 90

Storage Temperature oC -40 85

Humidity % 5 95 Non-condensing.

Acoustic Noise dBA - 24 Measured at a distance of 1 foot (30 cm): both forward 
and reverse phase AC phase-cut dimmers.

Specifi cation Notes
Mechanical Shock Protection As per EN60068-2-27.

Vibration Protection As per EN60068-2-6 & EN60068-2-64.

MTBF > 200,000 hours when operated at nominal input conditions, and at Tc < 75 oC.

Engine Lifetime 50,000 hours at Tc = 75 oC maximum case hot spot temperature.

Conducted & Radiated EMI Compliant with FCC CFR Title 47 Part 15 Class B at 120 Vac, Class A at 277 Vac.

Specifi cation Type Standard Notes
Harmonic Current Emissions - IEC 61000-3-2 For Class C equipment.

Immunity Compliance

ESD (Electostatic Discharge) IEC 61000-4-2 6 kV contact discharge, 8 kV air discharge, level 3.

Electrical Fast Transient IEC 61000-4-4
2 kV on AC power port for 1 minute, 1 kV on signal/
control lines.

Surge
IEC 61000-4-5

2 kV line to line (diff erential mode) / 2 kV line to 
common mode ground.

ANSI/IEEE c62.41.1-2002 & c62.41.2-2002 category A, 2.5 kV ring wave.
High Pot or Dielectric 
Voltage Withstand 2200 Vdc Tested between 0–10 V leads and AC input.

Safety Agency Notes

UL UL recognized component. Safety-Related Electronic Circuit (SREC) rated

NEMA SSL-1-2016

CA Title 24 Compliant

ENERGY STAR® Compliant
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   2 - OPERATIONAL SPECIFICATIONS

  2.5 Commissioning and Control Specifi cations — DMX512-A-RDM

RDM PERSONALITIES DMX ADDRESS (FACTORY DEFAULT START ADDRESS = 1)

Suffi  x* Description 1 2 3 4 5 6 7 8

8-BIT 
MODE

P01 Color Tuning 
4CH

DIM
0–100%

CCT
1800–6500 K

SAT
0–100

HUE
0–360 — — — —

P03 RGBW
4CH

RED
0–100%

GREEN
0–100%

BLUE
0–100%

WHITE
0–100% — — — —

P05 Halogen
WD

WD
0–100% fwd — — — — — —

P06 Incandescent
WD

WD
0–100% fwd — — — — — —

16-BIT 
MODE

P02 Color Tuning 
8CH

DIM
0–100% fdim CCT

1800–6500 K fcct SAT
0–100 fsat HUE

0–360 fhue

P04 RGBW
8CH

RED
0–100% fred GREEN

0–100% fgreen BLUE
0–100% fblue WHITE

0–100% fwht

All information is preliminary. Specifi cations may be subject to change without notice.

Questions? Please contact support@erp-power.com.



AWM1

8© ERP Power, LLC AWM1 Data Sheet
Rev. April 2026

Universal AC Input Tunable Color LED Modules 
with DMX512-A-RDM

ERP  DRIV ER  INS IDE

   3 - MECHANICAL SPECIFICATIONS

  3.1 Mechanical Dimensions and Case Outline

Specifi cation Notes

Dimensions
Diameter: 50 mm (nominal 1.97 in)

Height: 18.5 mm (nominal 0.73 in)

Light Emitting Surface (LES) 19 mm, 12 mm

AWM1 Weight 79 g (2.8 oz)

Heat Sink Attachment
Front-mount, Small Fillister Head, M3 x 25 x 0.5 mm (ISO) #3-48 x 1 in (UNC/UNF), 

Type A, Ni GBT13806.1
Recommended torque: 0.59-0.79 N*m (5.2-6.9 lb*in)

Note: See next section for details on the cable assemblies for AWM1.

Note: All dimensions are in millimeters.
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   3 - MECHANICAL SPECIFICATIONS

  3.2 Attaching Secondary Optics

Note: All dimensions are in millimeters.

LADA-BIA-50-19-TIRA LADA-BIA-50-12-TIRA

LEDR-BIA-MN5024-50 LEDR-BIA-MN5024-50
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Note: All dimensions are in millimeters.

   4 - CABLE ASSEMBLIES

  4.1  Cable Assembly Connections — Overview
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For North America

Part Number: AC-BIA-NA, AC-BIA-NA-100, AC-BIA-NA-610
Length:   400 mm (15.75 in.), 100 mm (3.94 in.), 610 mm (24 in.)

Item
No.

Part
No.

Wire
Description

Wire
Color Input Qty.

3 UL 1430 Wire Stranded Tinned 18 AWG (Pin-1) White Neutral 1

4 UL 1430 Wire Stranded Tinned 18 AWG (Pin-3) Black Line 1

Note: All dimensions are in millimeters.

   4 - CABLE ASSEMBLIES

   4.1 2-Wire AC Input Power Cable Assemblies for AWM1
General Specifi cations for Power Cable Assemblies

Item 
No.

Part
No. Manufacturer Description Quantity

1 3016H-1*03 ECI Connector 3-Pin 1

2 3016P-L ECI Connector Crimp 2

For North America, with Quick Disconnect

Part Number: AC-BIA-NAQD
Length:   413 mm (nominal 16.25 in.)

Item
No.

Part
No. Description Color Input Qty.

3 UL 1430 Wire Stranded Tinned 18 AWG (Pin-1) White Neutral 1

4 UL 1430 Wire Stranded Tinned 18 AWG (Pin-3) Black Line 1

5 SA2-10, SINGLE NBC ELECTRONIC 2-Pin Connector Orange N/A 1

For North America, with Quick Disconnect

Part Number: AC-NAQD-FL
Length:   442 mm (nominal 17.40 in.)

Item
No.

Part
No. Description Color Input Qty.

1 UL 1430 Wire Stranded Tinned 18 AWG (Pin-1) White Neutral 1

2 UL 1430 Wire Stranded Tinned 18 AWG (Pin-3) Black Line 1

3 SA2-10 NBC ELECTRONIC 2-Pin Connector Orange N/A 2
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Note: All dimensions are in millimeters.

   4 - CABLE ASSEMBLIES

  4.2 3-wire DMX Control Cable Assembly for AWM1

For North America

Part Number: DC3W-DMX-NA, DC3W-DMX-NA-400
Length:   100 mm (3.94 in.), 400 mm (15.75 in.)

Item
No.

Part
No. Manufacturer Wire

Description
Wire
Color Input Qty.

1 511910300 Molex 2.50 mm Pitch Mini-Latch Receptacle Housing N/A N/A 1

2 508028000 Molex Connector Crimp N/A N/A 3

3 UL1430 Any Wire Stranded Tinned 22 AWG (Pin-1) Orange Data (-) 1

4 UL1430 Any Wire Stranded Tinned 22 AWG (Pin-2) White/Orange Data (+) 1

5 UL1430 Any Wire Stranded Tinned 22 AWG (Pin-3) Brown Digital Common 1
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   5 - HEAT SINKING RECOMMENDATIONS

The AWM1 requires an external heat sink in order to ensure proper operating temperature of the LEDs. The AWM1 has a 
conductive aluminum base and an effi  cient thermal path to the LED array. These features promote  effi  cient thermal management 
and allow for a simple heat sink design in most applications. Below are several available heat sinks showing substrate 
temperature at diff erent Lumen outputs. The below list is not exhaustive, and serves as a list of recommendations.

The light engine is designed to be installed in a variety of lighting fi xtures (Conduction from the AWM1 to the heatsink and 
then Convection to ambient air). Solid contact between the base of the light engine and the heat sink is important, as well as a 
thermally conductive material of at least 5 W/mK for full output operation to ensure effi  cient transfer of heat. ERP off ers a suitable 
thermally conductive pad (TPAD-BIA50) that is 1 mm thick and is compatible with both side leads and bottom leads variations.

For reliability qualifi cation, an extruded heat sink was used for internal testing.

In many fi xtures, the air fl ow to the heat sinks is obstructed or the heat sink is in an enclosed container with no path to reject 
heat. The thermal design of the fi xture must be optimized, so that the case temperature (Tc) measured at the base of the engine 
remains at its recommended temperature.

IMPORTANT: Most heat sinks are qualifi ed in “free air” at an approximate ambient temperature of 25 °C. If the AWM1 is installed 
in an insulation contact (IC) can fi xture, the light engine may exceed the recommended operating temperature. The heat sink 
must be evaluated and temperature tested in the fi xture at applicable ambient temperatures for the desired application.
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   6 - TEMPERATURE MEASUREMENT POINTS

The thermal management characteristics of the heat sink used with the AWM1 should be validated by measuring its 
case temperature (Tc). This test should be done with the AWM1 installed in the fi xture at ambient temperature and air 
fl ow conditions similar to the end-use installation. 

AWM1 has on-board over temperature protection (OTP) which will throttle the currents to the LED array. The CCT at which the 
unit is operating will be maintained in this mode, but the output lumens will drop. This ensures that the LEDs are not subjected 
to abnormal temperatures.

Case Metal Edge 
Temperature (Tc):

Recommended: Tc < 75 ˚C

Case Temperature (Tc) Measurement Point
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   7 - MODE OF OPERATION (DMX512-A-RDM)

AWM1
LINE IN VOLTAGE
(120–277 V)

NEUTRAL

HOT
WHITE

BLACK

DMX CONTROLLER
(DMX SLOTS SET BY RDM)

Br
ow

n
W

hi
te

 / 
O

ra
ng

e
O

ra
ng

e

AC–DC DRIVER INSIDE

Notes:
1.    If more than one line of DMX is needed, then a DMX Splitter must be used to create multiple independent branches of a DMX signal and/or to extend 

the usable distance of each branch. Each of the splitter’s 4, 6, 8, or 16 output ports generates an independently protected DMX signal.

Lead Color and Input

Lead Color Input

Orange Data (-)

White with Orange Spiral Data (+)

Brown Digital Common
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   8 - PROGRAMMING

   8.1 Light Engine Programming Cradle

The light engine programming cradle (P/N PROG-BIA50-CRADLE)  and programming cable (P/N PROG-JACK-USB) enable 
the AWM1 to interface with ERP's Light Engine Confi guration Tool, downloadable through the ERP website, to program several 
parameters of the light engine.

Dim-Stop
The maximum intensity of the light engine can be adjusted in 1% increments to decrease the maximum lumen output of the engine. 
When programmed to less than 60% of the total light engine lumen output of each model, the light engine may fail to meet power 
factor (PF) and total harmonic distortion (THD) specifi cations. The minimum dimming lumen output will not change.

PROG-BIA50-CRADLE PROG-JACK-USB
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   9 - DIMMING CONTROL

   9.1  Warm Dim Profi les

Warm Dim is a profi le that mimics the dynamic dimming characteristics of conventional incandescent lamps where dimming the 
intensity of the lamp lowers its CCT.

The AWM off ers both MR16 Halogen (3050–1800 K) and Incandescent (2850–1800 K) dimming profi les.

Warm Dimming is selectable via RDM personality.

*ERP Tunable Color iOS app is still under development.
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   10 - LABELING

The AWM1-19-20-NS90X is used as an example to illustrate a typical label.


